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P/N: H127S**000

Material: Nylon 6/6, UL 94V-2, Grey

Available: 20,25,30P

Mate with T127

127 Series
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Circutis Dim. A Dim. B

20 26.95 23.75

25 33.20 30.00

30 39.45 36.25

5 10.00 14.00

6 12.50 16.50

7 15.00 19.00

8 17.50 21.50

9 20.00 24.00

10 22.50 26.50

11 25.00 29.00

12 27.50 31.50

13 30.00 34.00

14 32.50 36.50

15 35.00 39.00

16 37.50 41.50

Current Rating: 1A AC/DC

Voltage Rating: 250V AC/DC

Contact Resistance: 20mΩ Max.

Insulation Resistance: 1000MΩ Min.

Withstanding Voltage: 500V AC/minute

Operating Temperature Range: -25°C~85°C



C&J Connector

P/N: T127P00T00

Conductor: Phosphor Bronze, Tin-plated 60u"

Mate with H127

127 Series
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P/N: W127H**T0S

Material: Nylon 6T, UL 94V-0, Natural

Conductor: Phosphor Bronze, Tin-Plated

Available: 2~30P

Mate with H127

* 2~15 with column

* 20,25,30 with/without column

127 Series
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RECOMMENDED P.C.BOARD HOLE DIMM.

Circutis Dim. A Dim. B

2 1.25 7.45

3 2.50 8.70

4 3.75 9.95

5 5.00 11.20

6 6.25 12.45

7 7.50 13.70

8 8.75 14.95

9 10.00 16.20

10 11.25 17.45

15 17.50 23.70

20 23.75 29.95

25 30.00 36.20

30 36.25 42.45

Circuit 1

Current Rating: 1A AC/DC

Voltage Rating: 100V AC/DC

Operating Temperature: -25°C~85°C

Insulation Resistance: 500MΩ/Min.

Withstand Voltage: 500V AC/Min.

Contact Resistance: 20mΩ/Max.




